K 112535

APR 2 7 201

510(k) SUMMARY

Following is a summary of 510(k) safety and effectiveness information in accordance with 21 CFR 807.92.
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Name CareFusion
Address 1500 Waukegan Road MPWM, McGaw Park, IL 60085 USA

Phone number

847-473-7334

INAVECEDEVICE L

Fax number 847-473-7790
Establishment Registration = | 1423507
Number

Name of contact person Kate Fuller
Pate prepared April 12, 2012

L) P Ee By ¥

Trade or proprietary name

Genesis Reusable Rigid Container system

Common ¢r usual name

Sterilization Container

Classification name

Sterilization Wrap Containers, Trays, Cassettes and Other Accessories

Classification panel

80

880.6850

device(s} to which
equivalence is claimed

Regulation
Product Code(s) KCT
Legally marketed K844652 — Genesis Sterilization Container

K983299 ~ Genesis Deep Lid Sterilization Container
K012931 — Genesis STERRAD Sterilization Container

Reason for 510(k)
submission

One filter for all sterilization modalities

New container sizes ' )

Expand indications for use to include Immediate Use Sterilization
Modify pararrieters for Pre-Vacuum Steam and 100% Ethylene Oxide
Replace 88/12 Ethylene Oxide with 100% Ethylene Oxide

Deviqe description

The Genesis Reusable Rigid Container System is an assortment of rigid,
reusable, stackable containers that are used to sterilize other medical devices
and maintain sterility of these devices until used. The container system is
comprised of a lid, bottom, filter, tamper evident arrows, and data cards.

The container system houses baskets of varying depths and organizing
accessory devices that are used to organize and to secure surgical
instrumentation and/or other medical devices.
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Container Anodized Aluminum 5000 and
1100 Series; Stainless Steel 300
. series E )
| Gasket Closed Cell Silicone Foam SAME
Filter Material SMS Polypropylene for all- _ :
Modalities SAME for STERRAD modality;
' ‘ Non woven Cellulose for Steam.and EO
Baskets 304 Stainless; Electropolished SAME ' '
Dividers, Brackets Aluminum 5000 Series SAME
_ Clips, Posts, Pins 300 and 400 Series Stainless SAME
Silicone Elastomer SAME

Silicone 'Bars, Mats

SUMMARY OF NON
EQUIVALENCE

_CLINICAL TESTS C

ONDUCTED FOR DETERMINATION OF SUBSTANTIAL

Performance Test Summary-New Device
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‘Sterilization Efficacy: Pre-
Vacuum Steam; and 100%

ST 77 2006 Containment
Devices for Reusable

Testing demonstrated a 12 fog reduction and a
sterility assurance level (SAL) of 10* using the

Modalities

Shelf Life for ail. Sterilization

Ethyiene Oxide Medical Device Sterilization biotogical (B1) overkill method and half-cycle
' T validation, _
180 Day Event Related ST 77:2006 Containment 180 Day Event Related Shelf fife studies

Devices for Reusable
Medical Device Sterilization

1 sterilization modalitigs.

demonstrated sterility maintenance for all

Microbial Challenge

ST77:2006 Containment
Devices for Reusable
Medical Device Sterilization

-exposing a container to a minimum of 1 x10°

Whole package micrabial challenge test

Bacillus atrophaéus colony forming units (CFU)
via an aerosol challenge demonstrating 100%
negative growth. el AR

SUMMARY OF CLINICAL TESTS
| EQUIVALENCE AND/OR OF CLIN

CONDUC;TED FOR DETERMINATION OF SUBSTANTIAL
ICAL INFORMATION ’

N/A — No clinical tests were conducted for this submission
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of the non-clinical tests show that the Genesis Reusable Rigid Container System meets or exceeds

all performance requirements and is substantially equivalent to the predicate devices.

Intended Use

The Genesis Reusabie Rigid Sterilization Container System-is a device
intended to be Used fo enclose another medical device that is to be sterilized
by a healthcare provider. It allows sterilization of the enclosed medical device -
and maintains sterility of the enclosed device until used for a maximum of 180
days. . .

Containers are. 'suitable'for dynamic air removal (pre-vacuufn) steam
sterilization, immediate use pre-vacuum steam sterilization and 100% ethylene
oxide sterilization when used as described in the instructions for use.

Reusable baskets and accessory items (pins, dividers, mats, etc.) are intended
to organize and secure enclosed medical devices during sterilization and
storage of the container. '

Data cards are used to record information regarding a specific sterilization
process load. Filter media allows ingress and egress of sterilant while
providing a microbial barrier. Tamper evident arrows provide a visual indication
that the container system has not been inadvertently opened prior to use. Each
arrow contains a modality-specific external process indicator that serves as a
visual indication that the system has been exposed to a specific sterilization
cycle parameter. Data cards, filters and tamper evident arrows are single use

only. :

St

rameters for the Gen

TR S SRR DR
shxESterilization Method Fee?| e Cycle Parameters '] ZaTotal System . Weight e

igid Container System by Modality
7 CIEY ] o e I AT TR R

‘(Pre-Vacuum) Steam

Dynamic Air Removal Exposure Temperature: 270°F

Minimum Cool Time: 60 minutes meet, touch or unite;
(may vary according to load ’ ‘ . Silicone Support Bars
contents) ' - | Silicone Mats
‘ . Laparoscopic Racks
. Stack Height: Maximum 3 ) Optional Protective Plate

_ 251bs. . ) Solid Bottom Containers;
{132°C) : o | perforated Bottom '
. i ‘ " | Containers; '
Pre-Conditioning Pulses: 3 .o .| Stacking Baskets

) ' - _ : - | Non-Stacking Baskets,
Exposure Time: 4 Minutes . . Lumen Devices (2.68 mm
. ' x 450 mm)

Dry Time Cycle: 30 minutes ‘| Devices or Device

| configurations entailing
¢onjoined surfaces which

Materials: Stainless Steel,
Aluminum;
Silicone; Radel

Page3 of 8



;

. Stariaation Method *_: |

. Total Sw}srté'rifWéight

- Applicable

.“Cycle Parameters Containers/Accessaries -
Dynamic Air Removal Exposure Temperature: 270°F 25 |bs. .| Solid Bottom Containers;
{Pre-Vacuum) Steam {132°C) perforated Bottom
: S . Containers;
Immediate Use Pre-Conditioning Pulses: 3 Stacking Baskets
i o T Non-Stacking Baskets
Exposure Time: 4 Minutes Lumen Devices (2.68 mm
S o ) x450mm)
Stack Height: Maximum 3 Devices or Device.
C Configurations entailing
Note: Devices must be used canjoined surfaceswhiéh
.immediately and cannot be stored meet, touch or unite;
for later use. ‘ : Silicone Support Bars
: Silicone Mats
Laparoscopic Racks
Optional Protective Plate
Materials: Stainfess Steel,
Aluminum;
.o ‘ Silicone; Radel
100% Ethylene Oxide £0 Sterilant Concentration: 100% Perforated Bottom

EO,725 me/L-

Pre-conditioning'Time: 30 minutes
Temperature: 130°F (55°C)
Exposure Time: 60 minutes |

Relative Humidity: 50-80%

‘Aeration: 8 hours @ 109.4°F {43°C)

' No stacking

15 ibs.

Containers except CD2-
10BDL and DINCD2-8B};
Non Stacking Baskets .
Ltumen Devices (3.0 mm x

| 400 mm)

Device or Device
Configurations entailing
conjoined surfaces which
meet, touch or unite;
Silicone Support Bars;
Laparoscopic Racks;

‘| Materials: Staintess Steel,

Aluminum, Silicone, Radel

Examples of instrument types that are conjoined include: scissors,

and self retaining retractors, needle holders,
Note: Air tight occluded challenges are devices entai

osteotomes/chisels, rongeurs, kerrison rongeurs, .
ling surfaces that are completely obstructed. These types of devices.

forceps, clamps (including double action), hand held
specula.

have not been validated for use in the Genesis Reusable Sterilizati
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Accessories and Device Chéllenges by Sterilization Modality and Container Style

Type of Container Contents/Configuration | PrezVacuum Steam 100% Ethylene Oxide
Solid Bottom Container ' | Non Stacking Baskets .| Yes B ‘| No L
‘ ' Stacking Baskets. Yes' _ No
Lumen: 2.68mm (ID} x| Yes, maximum 2. No
450mm (L} -
Lumen:. 3 mm {ID) X400 | Yes, maximum 2 No
mm {L) ' ' '
Occluded/Mated Yes No
Challenge . Lo
Silicone Support Bar Yes =~ No
Silicone Mat Ye No
Laparoscopic Rack - Yes -No-
Optional Protective Plate | Yes = No
Filter " | NST Series No-
Data Card. MD1-1 No
-Tamper-Evident Arrow White AS Series No
Stack Height 3 No
Materials | Radel, No
Stainless Steel
Aluminum
- Silicone
Maximum Total 25 lbs. .| No
Container System 1
. Weight
Perforated Bottom .Non Stacking Baskets Yes Yes
Container 1| stacking Baskets Yes No
' Lumen: 2.68mm (1D} x No

Note: The CD2-108DL
and DINCD2-8B
container models are
not validated for use in
100%.Ethylene Oxide
sterilization

450mm (L) _

Yés, maximum 2

Lumen: 3 mm.{ID) x 400

Yes, maximum 2

Yes, maximum 5

mm (L} .

Ocecluded/Mated Yes - Yes

challenge . ) ‘

Stlicone Support Bars Yes Yes -

SiliconeMat Yes - No

Laparoscopic Rack Yes Yes

| Optional Protective Plate | Yes No

Filter ‘ NST series NST series . .

Data Cards . MD1-1 MD1-1

Tamper Evident Arrow | White AS Series Yellow AG Series

Stack Height 3 max No stacking

Materials Radel Radel
Stainless Steel Stainless Steel

| Aluminum Aluminum

Silicone

Page S5 of 8
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Pre-Vacuum Steam

100% Ethylene Oxide

' Type of Container Contents/Configuration
' - | Maximum Total Weight | 25 Ibs. 15 Ibs.
STERRAD Compatible Non Stacking Baskets Yes Yes
Containers Stacking Baskets Yes No
' 1 Lumen: 2.68mm (ID) x - | Yes, maximum 2 No
450mm {L) - '
Lumen: 3.0mm {iD) x - Yes, maximum 2 -|"Yes, maximum 5.
400mm (L)
Occluded/Mated Yes Yes
Challenge .
Silicone Support Bars Yes Yes
Silicone Mat Yes' No
Laparoscopic Rack - Yes - Yes
“Optional Protective Plate | Yes 1 No
Filter | NST Series NST Series
'Data Cards ‘MD1-1 -MD1-1
Tamper-Evident Arrow - | White AS Series Yellow AG Series
Stack Height 3-Maximum No Stacking
.| Materials Radel | ‘Radel
: Stainless Steel - Stainless Steel
Aluminim Aluminum -
Silicone Silicone
Maximumi Total 25 Ibs.

Cantainer System

15.1bs.

CD4-3C
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20.8x7.3%x3.9

Weight
- Solid Bottom Containers .
~ Catalog ‘ - : | - . Container
 Code Description Container Dimension (in) | Weight {Ib)) -
CDO-4C Quarter Length Container- 95x12.4x3.8 3.4 ‘
CD1-4C Half Length Container 11.8x12.4x4.5 4.8
Cb1-5C Half Length Container 11.8x12.4x5.3 5.0
CD1-6C | Half Length Container 11.8x12.4x6.1. 5.2
CD2-4C Mid Length Container. .1 19.2x12.4x%x4.5 - 6.4 - .
CD2-5C Mid Length Container 119.2x12.4%x5.3 - 6.7 -

CD2-6C Mid Length Container 119.2x12.4x6.1 6.9
CD2-8C Mid Length Container 119.2x124x7.8. 7.3
D3-4C Full Length Container . 23.1x12.4x4.5 17.8
CD3-5C Full Length Container 23.1x12.4x5.3 7.9
CD3-6C Full Length Container 23.1x12.4x6.1 8.2 .
CD3-7C Full Length Container 23.1x124x7.0 8.5
CD7-5C Extra Long Container 25.2x12.4x5.9 8.5
CD7-6C Extra Long Container 25.2x12.4x6.7 8.8
CD7-9C | Extra Long Container , 25.2x12.4x84 9.7

Small Narrow Container. . 4.2




Container

Catalog - } .

Code Description Container Dimension {in) Weight (Ib.)
CD4-5C Small Narrow Container - 20.8x7.3x5.2 5.2
CD5-3C Large Narrow Container 28.1x11.2x5.0 8.4
CD5-61C Large Narrow Container - 28.1x11.2x64 9.1
CDO-3C - Mini Container 10.2x7.2x3.2 2.5
CDe-6C. Retractor Container 265x17.0x6.9 12.4 .
CD1-7CDL Hadlf Length Container 11.9x12.5x7.5 5.3
CD1-8CDL | Half Length Container 11.9%125x83 5.5
CD2-7CDL Half Length Container 19.2x12.5x7.0 71
CD2-10CDL | Mid Length Container 19.2x12.5x94 8.2

| CD3-8CDL _| Full Length Container 23.1x125x7.8 8.8
CD3-9CDL | Full Length Container 23.1x12.5x8.8 | 8.6
DINCD3-5C | Full Length DIN Container 23:1x11:4x54 179

[ DINCD3-6C | Full Length DIN Container 23.1x11.4x6.1 8.2
DINCD3-7C | Full Length DIN Container 23.1x114x7.1 8.5
DINCD2-5C | Mid Length DIN Container 19.2x11.4x54

[ DINCD2-6C | Mid Length’ DIN Container 19.2x 11.4x 6.1
DINCD2-8C | Mid Length DIN Container 19.2x11.4x7.8
DINCD1-5C | Half Length DIN Container - 11.6x11.4x54
DINCD1-6C | Half Length Container 11.6x114x6.1 .

" perforated.Bottom Containers _
Catalog o : : " Container’

Code : _Description Container Dimension.(in) Weight {Ib.)
CD0-4B Quarter Length Container 19.5x12.4x3.8 3.7 -
CD1-4B Half Length Container 11.8x12.4x%4.5 5.2

| CD1-5B Half Length Container 11.8x12.4x5.3 5.5
CD1-6B Half Length Container 111.8x12.4x6.1 157
CD2-4B Mid Length Container 119.2x12.4x45 6.8

CD2-5B Mid Length Container 19.2x12.4x53 7.1
CD2-6B Mid Length Container 19.2x12.4x6.1 7.4
CD2-88 Mid Length Container 19.2x12.4x7.8 7.8
AERT "Full Length Container 23.1x12.4x45 8.5
CD3-5B Full Length Container 23.1x12.4x53 88
CD3-6B Full Length Container 23.1x12.4x6.1 1 9.0
€D3-78 Full Length Container . 23.1x124x7.0 9.4
CD7-58 Extra Long Container 25.2x12.4x5.9 9.0
CD7-6B Extra Long Container. 25.2x12.4x6.7 9.4
CD7-9B Extra Long Container 25.2x12.4x8.4 10.0
CD4-38 Small Narrow Container. 208x7.3x3.9 4.5
CD4-5B" small Narrow Container 20.8x7.3x5.2 5.0
CDS5-3B. - | Large Narrow Container | 28.1x11.2x50. 9.1
CD5-618° | Large Narrow Container _ 128.1x11.2x6.4 9.5
CDO-3B - | Mini Container 1102x7.2x3.2 2.6
CD6-6B - | Retractor Container 26:5%x17.0x6.9 13.9

Page 7 of 8




Catalog S Container
Code Description Container Dimension {in) Weight (Ib.)
CD1-7BDL | Half Length Container 11.9x12.5x7.5 5.8
CD1-8BDL | Half Length Container 119x125x83 6.0
CD2-108DL | Mid Length Container 19.2x12.5x94 8.2
CD2-7BDL | Half Length Container _ 19.2x12.5x7.0 7.5
| cD3-8BDL | Fuli Length Container 23.1x12.5x7.8 9.6
CD3-98DL | Full Length Container 23.1x12.5x8.8 9.9
DINCD3-58 | Fuil Length DIN Container . 23.1x11.4x5.4 8.8
DINCD3-6B | Full Length DIN Container 23.1%11.4x6.1 - 9.0
DINCD3-78 | Full Length DIN Cantainer 23.1x114x7.1 9.4
DINCD2-5B | Mid Length DIN Container 19.2x11.4x54 7.1
DINCD2-6B | Mid.Length DIN Container 19.2x 114 x6.1 7.4
| DINCD2-8B | Mid Length DIN Container 19.2x11.4x7.8 17.8
DINCD1-SB | Half Length DIN Container. 11.6x114x54" 5.5
DINCD1-6B | Half Length DIN Container 11.6x11.4x6:1 5.7
"~ ST ERRAD Style Contamers
Catalog o o Container
Code Description Container Dimension {In) | Weight (Ib.)
CDO-4ST Quarter Length Container 95x12.4x3.8 3.7 '
CD1-45T Half Length Container 11.8x12.4x4.5 ‘5.2
CD1-55T Half Length Container 11.8x12.4x5.3 5.4
CD1-65T Half Length Container 11.8x12.4x6.1 5.6
CD2-4ST | Mid Length Container 19.2x12.4 x4.5 6.8
CD2-55T Mid Length Container 19.2x12.4x53 7.0
CD2-65T . | Mid Length Container 19.2x12.4x6.1 7.2
CD2-85T Mid Length Container 19.2x12.4x7.8 17.7
CD3-4ST | Full Length Container | 23.1x12.4x4.5 18.4
'CD3-55T | Full Length-Containers 23.1x12.4x5.3 8.6
CD3-65T .Fult Length Containers 23.1x124x6.1 -1 8.9
- | CD3-75T Full Length Containers |-23.1x124x7.0 " 19.3.
CD4-3sT Small Narrow Shallow Contamer 20.8x7.3x3.9 4.2 -
CD4-55T -Small Narrow.Container 20.8x7.3x5.2 48 -
CD5-35T Large Narrow Shallow Container 28.1x11.2x5.0 8.9
CDS5-61ST | Large Narrow Shallow Container - 28.1x11.2x6.4 9.4
| c00-3ST | Mini Container 10.2x7.2x3.2 2.6
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DEPARTMENT OF HEALTH & HUMAN SERVICES Public Health Service

-Food and Drug Administration

- 10903 New Hampshire Avenue
Document Control Room —W066-G609
Silver Spring, MD 20993-0002

Ms. Kate Fuller

Regulatory Manager ‘ APR 27 201
CareFusion 2200, Inc. -

1500 Waukegan Road

McGaw Park, Illinois 60085

Re: K112535
Trade/Device Name: Genesis Reusable Rigid Sterilization Container System and
Accessories
Regulation Number: 21 CFR 880.6850
Regulation Name: Sterilization Wrap
Regulatory Class: 1I
Product Code: KCT
Dated: April 13,2012
Received: April 13,2012

Dear Ms.Fuller;

We have reviewed your Section 510(k) premarket notification of intent to market the device
referenced above and have determined the device is substantially equivalent (for the
indications for use stated in the enclosure) to legally marketed predicate devices marketed in
interstate commerce prior to May 28, 1976, the enactment date of the Medical Device
Amendments, or to devices that have been reclassified in accordance with the provisions of
the Federal Food, Drug, and Cosmetic Act (Act) that do not require approval of a premarket
approval application (PMA). You may, therefore, market the device, subject to the general
controls provisions of the Act. The general controls provisions of the Act include
requirements for annual registration, listing of devices, good manufacturing practice,
labeling, and prohibitions against misbranding and adulteration. Please note: CDRH does
not evaluate information related to contract liability warranties. We remind you, however,
that device labeling must be truthful and not misleading. '

If your device is classified (see above) into either class 1I (Special Controls) or class III
(PMA), it may be subject to additional controls. Existing major regulations affecting your
device can be found in the Code of Federal Regulations, Title 21, Parts 800 to 898. In
addition, FDA may publish further announcements concerning your device in the Federal

" Register.



Page 2 — Ms. Fuller

Please be advised that FDA’s issuance of a substantial equivalence determination does not
mean that FDA has made a determination that your device complies with other requirements
of the Act or any Federal statutes and regulations administered by other Federal agencies.
You must comply with all the Act’s requirements, including, but not limited to: registration
and listing (21 CFR Part 807); labeling (21 CFR Part 801); medical device reporting
(reporting of medical device-related adverse events) (21 CFR 803); good manufacturing
practice requirements as set forth in the quality systems (QS) regulation (21 CFR Part 820);
and if applicable, the electronic product radiation control provisions (Sections 531-542 of
the Act); 21 CFR 1000-1050.

If you desire specific advice for your device on our labeling regulation (21 CFR Part 801),
please go to hitp://www.fda.gov/AboutFDA/CentersOffices/ CORH/CDRHO(fices
fucm115809.htm for the Center for Devices and Radiological Health’s (CDRH’s) Office of
Compliance. Also, please note the regulation entitled, "Misbranding by reference to
premarket notification” (21CFR Part 807.97). For questions regarding the reporting of
adverse events under the MDR regulation (21 CFR Part 803), please go to
http://www.fda.gov/MedicalDevices/Safetv/ReportaProblem/default.htm for the CDRH’s
Office of Surveillance and Biometrics/Division of Postmarket Surveillance.

You may obtain other general information on your responsibilities under the Act from the
Division of Small Manufacturers, International and Consumer Assistance at its toll-free
number (800) 638-2041 or (301) 796-7100 or at its Internet address

http://www fda.gov/MedicalDevices/ResourcesforY ow/Industry/default.him.

Sincerely yours,

=

‘,égAnthony D. Watson, B.S., M.S., M.B.A.
Director
Division of Anesthesiology, General Hospital,
[nfection Control and Dental Devices
Office.of Device Evaluation
Center for Devices and
Radiological Health

Enclosure



1500 Waukegan Road
r_chaw Park, IL. 600085
847-473-7334 tel.

carefusion.com

@ CareFusion

Indications fo"r Use

510(k) Number: K112535
Device Name: Genesis Reusable Rigid Sterilization Container System and Accessories
Indications for Use: The Genesis Reusable Rigid Sterilization Container System is a device intended to -

be used to enclose another medical device that is to be sterilized by a healthcare
provider. It allows sterilization of the enclosed medical device and maintains
sterility of the enclosed device until used for a maximum of 180 days.

Containers are suitable for dynamic air removal (pre-vacuurh) steam sterilization,
immediate use pre-vacuum steam sterilization and 100% ethylene oxide
sterilization when used as described in the instructions for use.

Reusable baskets and accessory items (pins, dividers, mats, etc.) are intended to
organize and secure enclosed medical devices during sterilization and storage of
the container. :

_ Data cards are used to record information regarding a specific sterilization process
load. Filter media allows ingress and egress of sterilant while providing a microbial
barrier. Tamper evident arrows provide a visual indication that the container
system has not been inadvertently opened prior to use. Each arrow contains a
modality-specific external process indicator that serves as a visual indication that
the system has been exposed to a speciﬁc sterilization cycle parameter. Data cards,
filters and tamper evident arrows are single use only.

Prescription Use ' _X__Over the Counter Use
~(Per 21 CFR 801.109) ' ' :

(PLEASE DO NOT WRITE BELOW THIS LINE. CONTINUE ON ANOTHER PAGE} . _
N : '
‘ : 'E&““L’\\\:\T}':“)\m:vu@&&g
Concurrence of CDRH, Office of Device Evaluation: ' (Divisrﬂm Sign-Oty

- Divisiqn of Anesthesiology, General Hospital
~ Infection Control, Dental Devices

Page10f7 510K Number K. 1) Z S35 -




Sterilization Parameters for the Genesis Reusable Rigid Container System by Modality

(Pre-Vacuum) Steam

Immediate Use

(132°C}

pre-Conditioning Pulses: 3
Exposure Time: 4 Minutes
Stack Height: Maximum 3
rNotve: Devices must be-used

immediately and cannot be
stored for later use. ’

o ) _ __ : - -“'-Applicable' ‘
Sterilization Method * Cycle Parameters .| Total System Weight - -Containers/Accessories
Dynamic Air Removal Exposure Temperature: 270°F 25 lbs. Solid Bottom
(Pre-Vacuum) Steam {132°C) Containers; 7
‘ Perforated Bottom
Pre-Conditioning Pulses: 3 Containers;
‘ Stacking Baskets
Exposure Time: 4 Minutes Non-Stacking Baskets
Lumen Devices {2.68
Dry Time Cycle: 30 minutes mm x 450 mm}
Devices or Device
- Configurations
Minimum Cool Time: 60 -entailing conjoined
minutes surfaces which meet,
{may vary according to load touch or unite;
contents} silicone Support Bars
' Silicone Mats’
Stack Height: Maximum 3 Laparoscopic Racks
Optional Protective
Plate- =
Materials: Stainless
Steel, Aluminum,
< : Silicone; Radel
Dynamic Air Removal _Exposure Temperature: 270°F 25 Ibs. Solid Bottom

Containers;
Perforated Bottom

"1 Containers;

Stacking Baskets
Non-Stacking Baskets
Lumen Devices (2.68
mm x 450 mm)
Devices or Device
Configurations
entailing conjoined

surfaces which meet,

touch or unite; _
Silicone Support Bars

| Silicone Mats

Laparoscopic Racks
Optional Protective
Plate .

Materials: Stainless
Steel, Aluminum;
silicone; Radel
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Sterilization Method

" Cycle Parameters

Total System Weighf

. Applicable -
Containers/Accessories

100% Ethylene Oxide

£O Sterilant Concentration:
100% EOQ, 725 mg/L

Pre-conditioning Time: 30
minutes ‘

Temperature: 130°F (55°C}

Exposure Time: 60 minutes

Relative Humidity: 50-80%

Aeration: 8 hours @ 109.4"F

(43°C)

No stacking

15 Ibs.

Perforated Bottom
Containers except
CD2-10BDL and

' DINCD2-8B);

Non Stacking Baskets
Lumen Devices (3.0
mm x 400 mm)
Device or Device
Configurations
entailing conjoined
surfaces which meet,
touch.or unite;
Silicone Support Bars;
Laparoscopic Racks;

Materials: Stainless
Steel, Aluminum,
Silicone, Radel

Examples of instrument types that are conjoined in
hand held and self retaining retractors, needle holders, osteotomes/chisels,

specula.

Note: Air tight accluded challenges are devices entai

clude: scissors, forceps, clamps {including double action),
rongeurs, kerrison rongeurs,

ling surfaces that are completely obstructed. These types

of devices have not been validated for use in the Genesis Reusable Sterilization Container System.

Page 3 of 7




Accessories and Device Challenges by Sterilization Modality and Confainer Style

Contents/Configuration

Pre-Vacuum Steam

100% Ethylene Oxide

Type of Container
Solid Bottom Container | Non Stacking Baskets. Yes No
' Stacking Baskets Yes No
Lumen: 2.68mm (ID) x Yes, maximum 2 No
450mm (L)
Lumen: 3 mm (ID} x 400 | Yes, maximum 2 No
mm (L) ‘
Occluded/Mated Yes No
Challenge .
Silicone Support Bar Yes No
Silicone Mat Ye No
Laparoscopic Rack Yes No
‘Optional Protective Plate | Yes. No
| Filter NST Series No
_Data Card 'MD1-1 No
Tamper-Evident Arrow White AS Series No
Stack Height 3 No
Materials Radel, No.
Stainless Steel
Aluminum
' Silicone
Maximum Total 25 lbs. No
Container System
Weig.h't
Perforated Bottom Non Stacking Baskets Yes Yes
| Container Stacking Baskets Yes _ No
Lumen: 2.68mm (iD)x | Yes, maximum 2 No
450mm (L) '

Lumen: 3 mm (ID) x 400
mm (L)

Yes, maximum 2 .

Yes, maximum 5

1 Occluded/Mated Yes Yes
challenge '
Silicone Support Bars | Yes Yes
' ' Silicone Mat Yes No’
Note: The CD2-10BDL | |aparoscopic Rack Yes Yes
and DINCD2-8B Optional Protective Plate | Yes No
container modelsare. [ gijter NST series NST series
not validated forusein |'n-t-"cards MD1-1 MD1-1
1009,6, Eth'ylene Oxide Tamper Evident Arrow White AS Series Yellow AG Series
sterilization Stack Height 3 max No stacking
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I—ﬂfpe of Container Contents/Configuration Pre-Vacuum Steam 100% Ethylene Oxide
Materials Radel ' Radel
Stainless Steel Stainless Steel.
Aluminum Aluminum
Silicone Silicone
Maximum Total Weight | 25 Ibs. 15 tbs.
STERRAD Compatible Non Stacking Baskets Yes Yes
Containers -Stacking Baskets Yes No
' Lumen: 2.68mm (1D) x Yes, maximum 2 No
450mm (L} :
Lumen: 3.0mm {ID} x . Yes, maximum 2 Yes
400mm (L) : ' o
Occluded/Mated Yes Yes
Challenge
Silicone Support Bars Yes Yes
Silicone Mat Yes 1 No
Laparoscopic Rack Yes Yes
Optional Protective Plate | Yes No
Filter ' NST Series NST Series
Data Cards MD1-1 MD1-1
| Tamper-Evident Arrow White AS Series Yellow AG Series
Stack Height 3 Maximum No Stacking
Materials Radel Radel
' Stainless Steel Stainless Steel
Aluminum Aluminum
Silicone Silicone
Maximum Total 25 lbs. 15 fbs.
.Container System '
Weight-
Solid Bottom Containers
Catalog . Container
Code . _ Description Container Dimension (in) | Weight (ib.)
¢DO-4C Quarter Length Container 95x12.4x3.8 3.4
CcD1-4C Half Length Container 11.8x12.4x45 4.8
CD1-5C Half Length Container 11.8x12.4x5.3 _ 5.0
CD1-6C ‘Half Length Container 11.8x12.4x6.1 5.2
CD2-4C Mid Length Container 19.2x12.4x4.5 6.4
CD2-5C Mid Length Container 19.2x12.4x5.3 6.7
CD2-6C Mid Length Container 19.2x12.4x6.1 6.9
CD2-8C Mid Length Container 119.2x12.4x7.8 7.3
CD3-4C fFull Length Container 23.1x12.4x45 7.8 -
CD3-5C Full Length Container 23.1x12.4x5.3 7.9
1 CD3-6C Full Length Container 23.1x124x6.1 8.2
cD3-7C full Length Container 23.1x12.4x70 8.5
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Catalog Container
Code Description Container Dimension (in) Weight {Ib.)
CD7-5C ~ - | Extra Long Container 25.2x12.4x5.9 8.5
' CD7-6C Extra Long Container 25.2x12.4x6.7 8.8
CD7-9C Extra Long Container 25.2x12.4x38.4 9.7
CD4-3C Small Narrow Container 20.8x7.3x3.9 4.2
CDA4-5C Small Narrow Container 20.8x7.3x5.2 5.2
CD5-3C .Large Narrow Container .28.1x11.2x5.0 8.4.
CD5-61C Large Narrow Container 28.1x11.2x64 5.1
CD0-3C Mini Container 10.2x7.2%x3.2 2.5
CD6-6C Retractor Container 26.5x17.0x6.9 12.4
CD1-7CDL Half Length Container 119x125x7.5 5.3
CD1-8COL | Half Length Container 119x12.5x8.3 5.5
CD2-7CDL Half Length Container 19.2x12.5x7.0 7.1
CD2-10CDL | Mid Length Container 19.2x12.5x9.4 8.2
CD3-8CDL | Full Length Container 23.1x12.5x7.8 8.8
CD3-9CDL Full Length Container _ 23.1x12.5x8.8 8.6
DINCD3-5C | Full Length DIN Container 23.1x11.4x54 7.9
DINCD3-6C | Full Length DIN Container 23.1x114x6.1 8.2 -
DINCD3-7C | Full Length DIN Container _ 23.1x11.4x7.1 8.5
DINCD2-5C | Mid Length DIN Container 19.2x11.4x5.4 6.7
DINCD2-6C | Mid Length DIN Container 119.2x11.4x6.1 6.9
DINCD2-8C | Mid Length DIN Container 19.2x11.4x7.8 7.3
DINCD1-5C | Half Length DIN Container 11.6x11.4x5.4 5.0
DINCD1-6C | Half Length Container 116x11.4x6.1 5.2
Perforated Bottom Containers )
Catalog - : Container
Code Description Container Dimension (in) |  Weight (Ib.)
CD0-4B Quarter Length Container: 95x12.4x3.8 3.7
CD1-4B -Half Length Container 11.8x12.4x4.5 5.2
CD1-58 Half Length Container 11.8x12.4x53 5.5
| CD1-68B Half Length Container 11.8x12.4x6.1 5.7
CD2-4B Mid Length Container 19.2x124x4.5 6.8
CD2-5B Mid Length Container 19.2x124x53 7.1
CD2-6B Mid Length Container 19.2x124 x6.1 7.4
CD2-8B -| Mid Length Container 19.2x12.4x7.8 7.8
CD3-4B Full Length Container 23.1x12.4x4.5 8.5
. | cp3-58 | Full Length Container 23.1x124x53 8.8
| CD3-68 Full Length Container 23.1x124x6.1 9.0
CD3-7B Full Length Container 23.1x12.4x7.0 9.4
CD7-5B Extra Long Container 25.2x124x59 9.0
CD7-6B Extra Long Container 25.2x12.4x6.7 9.4
CD7-98 Extra Long Container 25.2x124x8.4 10.0
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Catalog Container
Code Description Container Dimension (in) Weight (Ib.)

.| CD4-3B Small Narrow Container 20.8x7.3x3.9 4.5
CD4-5B Small Narrow Container 20.8x7.3x5.2 5.0
CD5-3B Large Narrow Container 28.1x11.2x5.0 9.1
CD5-618 Large Narrow Container 28.1x11.2x6.4 9.5
CDO0-38 Mini Container 10.2x7.2x3.2 2.6
CD6-6B Retractor Container 26.5x17.0x6.9 139
CD1-7BDL Half Length Container 119x125x7.5 5.8
CD1-8BDL Half Length Container 119x12.5x8.3 6.0
CD2-10BDL | Mid Length Container 19.2x12.5x9.4 8.2
CD2-7BDBL | Half Length Container 19.2x12.5x7.0 7.5
CD3-88DL | Full Length Container 23.1x125x7.8 9.6
CD3-9BDL | Full Length Container 23.1x125x8.8 9.9
DINCD3-5B | Full Length DIN Container 23.1x11.4x54 8.8
DINCD3-6B | Full Length DIN Container 23.1x114x6.1 9.0
DINCD3-78 | Full Length DIN Container 23.1x11.4x7.1 9.4
DINCD2-58 | Mid Length DIN Container. 15.2x11.4x5.4 7.1
DINCD2-6B | Mid Length DIN Container 19.2x114x6.1 74
DINCD2-8B | Mid Length DIN Container 19.2x114x7.8 7.8
DINCD1-58 | Half Length DIN Container 11.6x11.4x54 5.5
DINCD1-6B | Half Length DIN Container 11.6x114x6.1 5.7
STERRAD Style Containers

Catalog Container
Code Description Container Dimension (In) |  Weight (Ib.) .

CDO-45T Quarter Length Container 95x12.4x3.8 3.7
CD1-45T Half Length Container 11.8x12.4x4.5 5.2
CD1-5ST Half Length Container 11.8x12.4x5.3 5.4

| CD1-65T Half Length Container 11.8x12.4x6.1 5.6
CD2-45T Mid Length Container . 19.2x12.4x4.5 6.8
CD2-55T Mid Length Container 19.2x12.4x5.3 7.0
CD2-65T Mid Length Container 19.2x124x6.1 7.2
CD2-8ST Mid Length Container 192x124x7.8 7.7
CD3-4ST Full Length Container 23.1x12.4x45 8.4
CB3-55T - Full Length Containers 23.1x12.4x53 8.6
CD3-65T Full Length Containers 23.1x124x6.1 8.9
CD3-75T Full Length Containers 23.1x12.4x7.0 9.3
CD4-35T Small Narrow Shallow Container 120.8x7.3x3.9 4.2
CD4-55T Small Narrow Container 208x%7.3x52 4.8
CD5-35T Large Narrow Shallow Container 28.1x11.2x5.0 . 8.9
CD5-61ST | Large Narrow Shallow Container . 28.1x11.2x6.4 9.4
CDQ-38T Mini Container 10.2x7.2x3.2 2.6




