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Summary of Safety and Effectiveness
NMI VEIN GRAFT PERFUSION SET

i General Information

A. Generic Name: Vein Graft Perfusion Set
B. Trade Name of Device: NM! Vein Graft Perfusion Set o
C. Applicant's Name and Address: Naltiac Medical, Inc.

17194 Preston Rd, Suite 123-206

Dallas, TX 75248

D. Pre-market Notification Number: Not yet assigned

i Indications for Use

The NMI Vein Graft Perfusion Set is intended to be used during a cardiopulmonary bypass
procedure to connect multiple coronary cannulae to a single infusion line.

n. Device Description ;
The NMI Vein Graft Perfusion Set is fabricated with PVC alloy tubing, PVC Quad fitting,
polypropylene pinch clamp, PVC female luer connector, and ABS male luer connector. The
features of the device include: one 3 1/4 iniet ieg with female luer port and white pinch clamp,
three 9 3/4 in. outlet legs with red pinch clamps terminating in maile luer lock connectors, one 3

1/4 in. outlet leg with blue pinch clamp terminating in a male luer lock, and soft flexibie tubing on
legs, .090 1.D., and 3/16 O.D.

. Device Classification: Class |l

V. Safety and Effectiveness

Substantial Equivaience: The device has been shown to be substantially
equivalent to the DLP Muitiple Perfusion Set (K791498).

VL. Other Safety and Effectiveness Data

Materials: Fluid contact of materials of construction comply with Tripartite Biocompatibility

Guidance for extemal devices, blood path direct, short term use.
Sterilization:  Validated 100% Ethylene Oxide sterilization cycle (Overkill Method) SAL 10°
Pyrogenicity: - Non-Pyrogenic per USP Pyrogen test (LAL)

Functional Testing

Pressure Drop/Saline NMI Cannulae average pressure drops range

at flow rates between 100 to 500 mVmin = 18 to
125 mmHg @ 4°C

DLP Cannulae average pressure drops range
at flow rates between 100 and 500 mV/min = 15
to 180 mmHg @ 4°C.




Pressure Drop/Saline
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Leak Test Requirements:

Luer Connections:

Tubing Bond Strength:

Package Integrity:

Shipping & Distribution Testing:

Accelerated Aging:

NMI Cannuale average pressure drops range
at flow rates between 100 and 500 mi/min = 6
to 108 mmHg @ 40°C

DLP Cannulae average pressure drops range
at flow rates between 100 and 500 mi/min = 10
to 140 mmHg @ 40°C

No leaks at 10 psi on NMI device at 4°C and
at 40°C

Meets ANSI/HIMA MD70.1-1983 for Medical
Materials Luer Tape Fittings

Exceeds 0.4 Ib tensile strength at 4°C and at
40°C

Tyvek/Polymylar passed burst test per ASTM
F1140-88

Passed Distribution Simulation Test perASTM
40169 Standard

One (1) year with no affects on performance
characteristics




