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For Intravenous Use NDC 43066-360-20 Code 2G3450

Nexterone &
(amiodarone HCI)
Premixed Injection

360 mg/200 mL

(1.8 mg/mL)
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USE CARTON TO PROTECT
CONTENTS FROM LIGHT UNTIL USE

1 GALAXY Single-Dose Container
Discard unused portion
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Baxter

Bacter Healthcare Corporation, Deerfield, IL 60015 USA

Nexterone 360 mg/200 mL

(amiodarone HCI)
Premixed Injection ( 18 mg /mL )

For Intravenous Use Iso-osmotic solution in Dextrose Sterile, Nonpyrogenic
Nexterone Each mL contains: 1.8 mg amiodarone HCI, USP; 18 mg Betadex Sulfobutyl Ether
Sodium, NF; 0.362 mg citric acid anhydrous, 0.183 mg sodium citrate dihydrate,
(amiodarone HC|) and 41.4 mg dextrose anhydrous in water for injection. Sodium hydroxide or
hydrochloric acid may have been added to adjust pH.
Does not contain polysorbate 80 or benzyl alcohol.

360 mg / 200 mL DOSAGE: aS(e"ei1 ﬁﬁgiﬁ?ﬁ, ir?'sert for complete information on dosage and

(1.8mg/mL) STORAGE: Store at 20° to 25° C (68° to 77° F); excursions permitted to 15° to 30°C
(59° to 86° F). See USP Controlled Room Temperature.

N

Premixed Injection

uondafu] paxiwalyd
(IOH @uo.epoiwe)
9UO0.I9} X9

88N SnouaARIIY| 404

*UPC-A
Bar Code Placement

Protect from freezing. Avoid excessive heat. @
USE CARTON TO PROTECT CONTENTS FROM LIGHT UNTIL USE. g
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UNVARNISHED AREA FOR ON-LINE Baxter, Galaxy and Nexterone are trademarks of Baxter International Inc. ; s
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* This artwork requires that the supplier insert a UPC-A bar code master in the position indicated. Bar code must match human readable
on art and on spec._Bar code must mnfgn’n to all applicable Baxter specifications.
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